










Monitoring Well 
ID Date Well Depth (feet) Screen Interval 

(feet)
TOC Elevation 

MSL (feet)

Depth to 
Groundwater from 

TOC (feet)

Groundwater 
Elevation          

(from MSL)
4/8/1998 10.60 151.94

7/21/1998 12.05 150.49
12/1/1998 12.57 148.56
3/6/1999 8.83 152.30

6/10/1999 11.33 149.80
9/14/1999 13.86 147.27
12/6/1999 14.37 146.76
3/25/2000 9.81 151.35
6/22/2000 11.99 149.17
10/3/2000 14.50 146.66
1/22/2001 14.07 147.09
6/21/2001 13.23 147.93
9/21/2001 15.16 146.00
12/13/2001 11.10 150.06
3/20/2002 10.40 150.76
6/20/2002 12.50 148.66
9/20/2002 13.91 147.25
12/11/2002 14.92 146.24
3/12/2003 10.83 150.29
6/11/2003 11.31 149.81
9/17/2003 14.05 147.07
12/12/2003 13.67 147.45
3/11/2004 10.35 150.77
6/10/2004 12.71 148.41
9/13/2004 14.64 146.48
12/1/2004 15.20 145.92
3/8/2005 9.63 151.49

6/16/2005 10.79 150.33
9/8/2005 13.24 147.88

12/20/2005 12.17 148.95

4/8/1998 10.59 151.95
7/21/1998 12.35 150.19
12/1/1998 11.95 149.19
3/6/1999 8.90 152.24

6/10/1999 11.63 149.51
9/14/1999 13.95 147.19
12/6/1999 14.34 146.80
3/25/2000 10.04 151.13
6/22/2000 11.27 149.90
10/3/2000 14.58 146.59
1/22/2001 14.08 147.09
6/21/2001 13.35 147.82
9/21/2001 15.15 146.02
12/13/2001 11.14 150.03
3/20/2002 10.68 150.49
6/20/2002 12.80 148.37
9/20/2002 14.55 146.62
12/11/2002 14.76 146.41
3/12/2003 11.13 149.99
6/11/2003 11.68 149.44
9/17/2003 14.20 146.92
12/12/2003 13.17 147.95
3/11/2004 9.94 151.18
6/10/2004 13.01 148.11
9/13/2004 14.70 146.42
12/1/2004 15.35 145.77
3/8/2005 9.86 151.26

6/16/2005 11.21 149.91
9/8/2005 13.71 147.41

12/20/2005 11.64 149.48

162.54

161.14

161.17

9.5-26

161.12

18-27.527.5

MW-2 26

TABLE 1
MONITORING WELL SURVEY AND WATER LEVEL DATA

203 Santa Rosa Avenue, Santa Rosa, California

162.54

MW-1

161.16

161.13

161.12
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Monitoring Well 
ID Date Well Depth (feet) Screen Interval 

(feet)
TOC Elevation 

MSL (feet)

Depth to 
Groundwater from 

TOC (feet)

Groundwater 
Elevation          

(from MSL)

TABLE 1
MONITORING WELL SURVEY AND WATER LEVEL DATA

203 Santa Rosa Avenue, Santa Rosa, California

4/8/1998 10.50 151.59
7/21/1998 12.63 149.46
12/1/1998 11.19 149.50
3/6/1999 8.85 151.84

6/10/1999 11.84 148.85
9/14/1999 14.05 146.64
12/6/1999 14.30 146.39
3/25/2000 10.12 150.59
6/22/2000 12.58 148.13
10/3/2000 14.69 146.02
1/22/2001 14.10 146.61
6/21/2001 13.71 147.00
9/21/2001 15.25 145.46
12/13/2001 11.28 149.43
3/20/2002 10.89 149.82
6/20/2002 13.10 147.61
9/20/2002 14.71 146.00
12/11/2002 14.67 146.04
3/12/2003 11.69 148.99
6/11/2003 12.18 148.50
9/17/2003 14.45 146.23
12/12/2003 12.95 147.73
3/11/2004 10.49 150.19
6/10/2004 13.33 147.35
9/13/2004 14.37 146.31
12/1/2004 15.52 145.16
3/8/2005 10.14 150.54

6/16/2005 11.56 149.12
9/8/2005 13.96 146.72

12/20/2005 11.53 149.15

12/6/1999 14.54 145.96
3/26/2000 9.83 150.67
6/22/2000 12.47 148.03
10/3/2000 14.79 145.71
1/22/2001 14.13 146.37
6/21/2001 13.66 146.84
9/21/2001 15.43 145.07
12/13/2001 11.23 149.27
3/20/2002 10.49 150.01
6/20/2002 12.90 147.60
9/20/2002 14.86 145.64
12/11/2002 14.82 145.68
3/12/2003 11.20 149.29
6/11/2003 11.77 148.72
9/17/2003 14.53 145.96
12/12/2003 12.99 147.50
3/11/2004 9.91 150.58
6/10/2004 13.27 147.22
9/13/2004 15.07 145.42
12/1/2004 15.44 145.05
3/8/2005 9.46 151.03

6/16/2005 11.19 149.30
9/8/2005 13.84 146.65

12/20/2005 11.14 149.35

160.49

162.09

160.69

160.71

18-27.5

160.68

160.50

10.5-25.525.5MW-4

MW-3 27.5
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Monitoring Well 
ID Date Well Depth (feet) Screen Interval 

(feet)
TOC Elevation 

MSL (feet)

Depth to 
Groundwater from 

TOC (feet)

Groundwater 
Elevation          

(from MSL)

TABLE 1
MONITORING WELL SURVEY AND WATER LEVEL DATA

203 Santa Rosa Avenue, Santa Rosa, California

12/6/1999 14.17 146.01
3/26/2000 10.19 149.99
6/22/2000 12.27 147.91
10/3/2000 14.30 145.88
1/22/2001 13.63 146.55
6/21/2001 13.29 146.89
9/21/2001 14.80 145.38
12/13/2001 10.78 149.40
3/20/2002 10.51 149.67
6/20/2002 12.70 147.48
9/20/2002 14.28 145.90
12/11/2002 14.17 146.01
3/12/2003 11.07 149.10
6/11/2003 11.76 148.41
9/17/2003 13.97 146.20
12/12/2003 12.37 147.80
3/11/2004 10.01 150.16
6/10/2004 12.92 147.25
9/13/2004 Not Measured Not Measured
12/1/2004 15.03 145.14
3/8/2005 Not Measured Not Measured

6/16/2005 Not Measured Not Measured
9/8/2005 Not Measured Not Measured

12/20/2005 Not Measured Not Measured

3/26/2000 10.09 151.31
6/22/2000 12.58 148.82
10/3/2000 15.11 146.29
1/22/2001 14.62 146.78
6/21/2001 13.85 147.55
9/21/2001 15.77 145.63
12/13/2001 11.65 149.75
3/20/2002 10.68 150.72
6/20/2002 13.00 148.40
9/20/2002 15.14 146.26
12/11/2002 15.56 145.84
3/12/2003 11.23 150.14
6/11/2003 11.81 149.56
9/17/2003 14.80 146.57
12/12/2003 14.30 147.07
3/11/2004 10.11 151.26
6/10/2004 13.34 148.03
9/13/2004 15.52 145.85
12/1/2004 15.68 145.69
3/8/2005 9.82 151.55

6/16/2005 11.21 150.16
9/8/2005 13.82 147.55

12/20/2005 12.74 148.63

160.17

161.37

30

19-3434

160.18

MW-5

161.40

MW-6 4-30
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Monitoring Well 
ID Date Well Depth (feet) Screen Interval 

(feet)
TOC Elevation 

MSL (feet)

Depth to 
Groundwater from 

TOC (feet)

Groundwater 
Elevation          

(from MSL)

TABLE 1
MONITORING WELL SURVEY AND WATER LEVEL DATA

203 Santa Rosa Avenue, Santa Rosa, California

3/26/2000 9.11 150.52
6/22/2000 11.98 147.65
10/3/2000 14.47 145.16
1/22/2001 13.78 145.85
6/21/2001 13.25 146.38
9/21/2001 15.11 144.52
12/13/2001 10.90 148.73
3/20/2002 10.21 149.42
6/20/2002 12.50 147.13
9/20/2002 14.54 145.09
12/11/2002 14.65 144.98
3/12/2003 10.82 148.80
6/11/2003 11.36 148.26
9/17/2003 14.25 145.37
12/12/2003 13.03 146.59
3/11/2004 9.59 150.03
6/10/2004 12.86 146.76
9/13/2004 14.92 144.70
12/1/2004 15.04 144.58
3/8/2005 9.00 150.62

6/16/2005 10.71 148.91
9/8/2005 13.33 146.29

12/20/2005 11.18 148.44

3/26/2000 9.88 150.48
6/22/2000 12.49 147.87
10/3/2000 14.92 145.44
1/22/2001 14.03 146.33
6/21/2001 13.56 146.80
9/21/2001 15.52 144.84
12/13/2001 10.91 149.45
3/20/2002 10.36 150.00
6/20/2002 13.00 147.36
9/20/2002 15.04 145.32
12/11/2002 14.88 145.48
3/12/2003 11.09 148.12
6/11/2003 11.71 147.50
9/17/2003 14.65 144.56
12/12/2003 12.34 146.87
3/11/2004 9.79 149.42
6/10/2004 13.56 145.65
9/13/2004 15.59 143.62
12/1/2004 15.62 143.59
3/8/2005 9.17 150.04

6/16/2005 10.98 148.23
9/8/2005 13.96 145.25

12/20/2005 Not Measured Not Measured

4-30

160.36

MW-8

4-30

159.62

30

MW-7

159.63

30

159.21
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Monitoring Well 
ID Date Well Depth (feet) Screen Interval 

(feet)
TOC Elevation 

MSL (feet)

Depth to 
Groundwater from 

TOC (feet)

Groundwater 
Elevation          

(from MSL)

TABLE 1
MONITORING WELL SURVEY AND WATER LEVEL DATA

203 Santa Rosa Avenue, Santa Rosa, California

12/6/1999 13.30 146.38
3/26/2000 8.46 151.22
6/22/2000 10.71 148.97
10/3/2000 13.40 146.28
1/22/2001 12.86 146.82
6/21/2001 12.07 147.61
9/21/2001 14.06 145.62
12/13/2001 9.67 150.01
3/20/2002 8.94 150.74
6/20/2002 11.20 148.48
9/20/2002 13.40 146.28
12/11/2002 13.90 145.78
3/12/2003 9.44 150.25
6/11/2003 9.98 149.71
9/17/2003 13.12 146.57
12/12/2003 12.85 146.84
3/11/2004 8.48 151.21
6/10/2004 11.55 148.14
9/13/2004 13.85 145.84
12/1/2004 13.91 145.78
3/8/2005 8.11 151.58

6/16/2005 9.46 150.23
9/8/2005 11.89 147.80

12/20/2005 11.20 148.49

12/1/1998 10.32 149.75
3/6/1999 7.97 152.10

6/10/1999 11.12 148.95
9/14/1999 13.96 146.11
12/6/1999 14.02 146.05
3/26/2000 9.31 150.75
6/22/2000 12.13 147.93
10/3/2000 14.38 145.68
1/22/2001 13.54 146.52
6/21/2001 13.30 146.76
9/21/2001 14.95 145.11
12/13/2001 10.60 149.46
3/20/2002 10.00 150.06
6/20/2002 12.60 147.46
9/20/2002 14.34 145.72
12/11/2002 14.05 146.01
3/12/2003 10.83 149.20
6/11/2003 11.44 148.59
9/17/2003 14.04 145.99
12/12/2003 12.09 147.94
3/11/2004 9.46 150.57
6/10/2004 12.85 147.18
9/13/2004 13.85 146.18
12/1/2004 15.02 145.01
3/8/2005 8.95 151.08

6/16/2005 10.82 149.21
9/8/2005 13.51 146.52

12/20/2005 10.56 149.47

159.69

10-30MW-9

159.68

30

10-30'30

160.07

160.06

MW-10

160.03
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Monitoring Well 
ID Date Well Depth (feet) Screen Interval 

(feet)
TOC Elevation 

MSL (feet)

Depth to 
Groundwater from 

TOC (feet)

Groundwater 
Elevation          

(from MSL)

TABLE 1
MONITORING WELL SURVEY AND WATER LEVEL DATA

203 Santa Rosa Avenue, Santa Rosa, California

6/11/2003 11.76 149.04
9/17/2003 13.05 147.75
12/12/2003 12.04 148.76
3/11/2004 9.82 150.98
6/10/2004 12.10 148.70
9/13/2004 13.47 147.33
12/1/2004 14.66 146.14
3/8/2005 9.14 151.66

6/16/2005 10.37 150.43
9/8/2005 12.47 148.33

12/20/2005 10.82 149.98

6/11/2003 12.06 148.42
9/17/2003 Not Measured Not Measured
12/12/2003 Not Measured Not Measured
3/11/2004 Not Measured Not Measured
6/10/2004 Not Measured Not Measured
9/13/2004 Not Measured Not Measured
12/1/2004 Not Measured Not Measured
3/8/2005 Not Measured Not Measured

6/16/2005 Not Measured Not Measured
9/8/2005 Not Measured Not Measured

12/20/2005 Not Measured Not Measured

Note: elevation changes indicate re-survey.
All elevations from top of casing (TOC).
MSL = Mean Sea Level.

160.8010-2020

160.4812-5757

MW-11

EW-1
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L:MASTERS\FORMS\WELLLOG.FRM 

Project No.  00-814 Well No:  MW-1 

Project Location:  Clark’s Auto Parts, 203 Santa Rosa Av., Santa Rosa, CA Well Depth from TOC:  27.35 feet  (27.50’ installed) 

Date: 3-7-05 Well Diameter:  2 in. 

Time:  1007 Product Level from TOC:  None 

Recorded by:  M. Wilmarth Water Level from TOC:  9.63’ 

Purge Time (duration):  16 mins. Screened Interval:  18-27.50 feet 

Global I.D. # T0609700700 Well Elevation (TOC):  161.12 feet (MSL) 

WEATHER

Wind:  0-5 mph Precip. in last 5 days:  0.42” 

VOLUME OF WATER TO BE REMOVED BEFORE SAMPLING

(             27.35               -             9.63               )   x   (                0.0833                 )2  x  3.14  x  7.48  =            2.89           gallons in one well volume 

( Well Depth - Water Level)     {Well radius (ft)}  

          8.7          gallons in       3      well volumes           9.0           gallons removed 

CALIBRATION

Parameter Time Calibration Before Sampling Time After Sampling 

pH:      

EC:      

FIELD MEASUREMENTS

 
Time 

 
pH 

 
EC 

 
Temp oC 

Gallons 
Removed 

 
Appearance 

1008 6.70 657 21.8 1 Clear 

1013 6.69 668 21.7 3 Clear-Slightly cloudy 

1019 6.71 673 20.7 6 Slightly cloudy 

1023 6.75 676 20.4 9 Slightly cloudy, Slight HC odor 

      

      

      

      

      

      

      

Water Level After Purging:           17.83              ft. (TOC) 80% of Original Water Level:             13.17              ft. (TOC) 

Water Level Before Sampling:             11.59                 ft. (TOC) 

APPEARANCE OF SAMPLE:     Clear                                                                        Time:  1035 

Bailer:  Voss Single Sample Type:  Disposable GPM: 

Submersible: Type: GPM: 

Dedicated: Type: GPM: 

DECONTAMINATION METHOD:  Disposable bailers & TSP wash 

SAMPLE ANALYSIS:  TPH-g & BTEX 

LABORATORY:  Alpha Analytical Laboratories, Inc. 
 

EBA Engineering     825 Sonoma Avenue     Santa Rosa, CA  95404     (707) 544-0784 
 



 

L:MASTERS\FORMS\WELLLOG.FRM 

Project No. 00-814 Well No:  MW-2 

Project Location: Clark’s Auto Parts, 203 Santa Rosa Av., Santa Rosa, CA Well Depth from TOC:  24.00 feet  (26.00’ installed) 

Date: 3/8/2005 Well Diameter:  2 in. 

Time:  1049 Product Level from TOC:  None 

Recorded by: M. Wilmarth Water Level from TOC:  9.86 

Purge Time (duration):  15 mins. Screened Interval:  9.5-26 feet 

Global I.D. # T0609700700 Well Elevation (TOC):  161.12 feet (MSL) 

WEATHER

Wind: 0-5 mph Precip. in last 5 days: 0.42” 

VOLUME OF WATER TO BE REMOVED BEFORE SAMPLING

(              24.00              -              9.86                )   x   (                 0.0833                )2  x  3.14  x  7.48  =            2.30           gallons in one well volume 

( Well Depth - Water Level)     {Well radius (ft)}  

           6.91          gallons in      3       well volumes          7.0           gallons removed 

CALIBRATION

Parameter Time Calibration Before Sampling Time After Sampling 

pH:      

EC:      

FIELD MEASUREMENTS

 
Time 

 
pH 

 
EC 

 
Temp oC 

Gallons 
Removed 

 
Appearance 

1050 6.98 21.0 21.0 1 Clear, suspended orange matter 

1059 6.68 19.5 19.5 3 Clear, suspended orange matter 

1101 6.63 19.5 19.5 6 Clear, suspended orange matter 

1104 6.66 19.3 19.3 7 Clear, suspended orange matter 

      

      

      

      

      

      

      

Water Level After Purging:             1087                ft. (TOC) 80% of Original Water Level:              12.69                 ft. (TOC) 

Water Level Before Sampling:          10.87                    ft. (TOC) 

APPEARANCE OF SAMPLE:     Clear, suspended orange matter                                                                        Time:  1110 

Bailer:  Voss Single Sample Type:  Disposable GPM: 

Submersible: Type: GPM: 

Dedicated: Type: GPM: 

DECONTAMINATION METHOD: Disposable bailers & TSP wash 

SAMPLE ANALYSIS: TPH-g & BTEX 

LABORATORY: Alpha Analytical Laboratories, Inc. 
 

EBA Engineering     825 Sonoma Avenue     Santa Rosa, CA  95404     (707) 544-0784 
 



 

L:MASTERS\FORMS\WELLLOG.FRM 

Project No. 00-814 Well No:  MW-3 

Project Location: Clark’s Auto Parts, 203 Santa Rosa Av., Santa Rosa, CA Well Depth from TOC:  27.20 feet  (27.50’ installed) 

Date: 3/8/2005 Well Diameter:  2 in. 

Time:  1130 Product Level from TOC:  None 

Recorded by: M. Wilmarth Water Level from TOC:  10.14 

Purge Time (duration):  13 mins. Screened Interval:  18-27.50 feet 

Global I.D. # T0609700700 Well Elevation (TOC):  160.68 feet (MSL) 

WEATHER

Wind: 0-5 mph Precip. in last 5 days: 0.42” 

VOLUME OF WATER TO BE REMOVED BEFORE SAMPLING

(              27.20              -             10.14                 )   x   (                0.0833                 )2  x  3.14  x  7.48  =            2.78            gallons in one well volume 

( Well Depth - Water Level)     {Well radius (ft)}  

            8.34          gallons in      3       well volumes           8.5          gallons removed 

CALIBRATION

Parameter Time Calibration Before Sampling Time After Sampling 

pH:      

EC:      

FIELD MEASUREMENTS

 
Time 

 
pH 

 
EC 

 
Temp oC 

Gallons 
Removed 

 
Appearance 

1131 6.61 870 19.5 1 Clear, HC odor 

1134 6.45 923 20.2 3 Clear, HC odor 

1138 6.44 914 20.6 6 Clear, HC odor 

1143 6.45 902 20.4 8.5 Clear, HC odor 

      

      

      

      

      

      

      

Water Level After Purging:             12.95               ft. (TOC) 80% of Original Water Level:             13.56                 ft. (TOC) 

Water Level Before Sampling:             12.95                ft. (TOC) 

APPEARANCE OF SAMPLE:         Clear, HC odor                                                                     Time:  1150 

Bailer:  Voss Single Sample Type:  Disposable GPM: 

Submersible: Type: GPM: 

Dedicated: Type: GPM: 

DECONTAMINATION METHOD: Disposable bailers & TSP wash 

SAMPLE ANALYSIS: TPH-g, TPH-d, TPH-mo & BTEX 

LABORATORY: Alpha Analytical Laboratories, Inc. 
 

EBA Engineering     825 Sonoma Avenue     Santa Rosa, CA  95404     (707) 544-0784 
 



 

L:MASTERS\FORMS\WELLLOG.FRM 

Project No.  00-814 Well No:  MW-4 

Project Location: Clark’s Auto Parts, 203 Santa Rosa Av., Santa Rosa, CA Well Depth from TOC:  25.50 feet 

Date: 3/8/2005 Well Diameter:  2 in. 

Time:  1305 Product Level from TOC:  None 

Recorded by: M. Wilmarth Water Level from TOC:  9.46’ 

Purge Time (duration):  17 mins. Screened Interval:  10.5-25.5 feet 

Global I.D. # T0609700700 Well Elevation (TOC):  160.49 feet (MSL) 

WEATHER

Wind: 0-5 mph Precip. in last 5 days: 0.42” 

VOLUME OF WATER TO BE REMOVED BEFORE SAMPLING

(              25.50              -                9.46                  )   x   (                0.0833                 )2  x  3.14  x  7.48  =           2.61                gallons in one well volume 

( Well Depth - Water Level)     {Well radius (ft)}  

         7.84           gallons in       3      well volumes           8.0           gallons removed 

CALIBRATION

Parameter Time Calibration Before Sampling Time After Sampling 

pH:      

EC:      

FIELD MEASUREMENTS

 
Time 

 
pH 

 
EC 

 
Temp oC 

Gallons 
Removed 

 
Appearance 

1306 7.03 676 21.4 1 Clear 

1310 6.64 661 21.1 3 Slightly Cloudy, HC odor 

1315 6.59 676 21.1 6 Slightly Cloudy, HC odor 

1322 6.59 684 20.6 8 Slightly Cloudy, HC odor 

      

      

      

      

      

      

      

Water Level After Purging:             14.41               ft. (TOC) 80% of Original Water Level:             12.67               ft. (TOC) 

Water Level Before Sampling:              9.94           ft. (TOC) 

APPEARANCE OF SAMPLE:     Slightly cloudy, HC odor                                                                         Time:  1343 

Bailer:   Type:   GPM: 

Submersible: Type: GPM: 

Dedicated: Type: GPM: 

DECONTAMINATION METHOD: Disposable bailers & TSP wash 

SAMPLE ANALYSIS: TPH-g, TPH-d, TPH-mo & BTEX 

LABORATORY: Alpha Analytical Laboratories, Inc. 
 

EBA Engineering     825 Sonoma Avenue     Santa Rosa, CA  95404     (707) 544-0784 



 

L:MASTERS\FORMS\WELLLOG.FRM 

Project No. 00-814 Well No:  MW-6 

Project Location: Clark’s Auto Parts, 203 Santa Rosa Av., Santa Rosa, CA Well Depth from TOC:  30.00 feet 

Date:   3/8/2005 Well Diameter:  2 in. 

Time:  1127 Product Level from TOC:  None 

Recorded by: N. Casebeer Water Level from TOC:  9.82’ 

Purge Time (duration):  16 mins. Screened Interval:  4-30 feet 

Global I.D. # T0609700700 Well Elevation (TOC):  161.37 feet (MSL) 

WEATHER

Wind: 0-5 mph Precip. in last 5 days: 0.42” 

VOLUME OF WATER TO BE REMOVED BEFORE SAMPLING

(             30.00               -                9.82               )   x   (                 0.0833                )2  x  3.14  x  7.48  =            3.29          gallons in one well volume 

( Well Depth - Water Level)     {Well radius (ft)}  

           9.86          gallons in      3       well volumes           10         gallons removed 

CALIBRATION

Parameter Time Calibration Before Sampling Time After Sampling 

pH:      

EC:      

FIELD MEASUREMENTS

 
Time 

 
pH 

 
EC 

 
Temp oC 

Gallons 
Removed 

 
Appearance 

1130 6.87 657 17.2 2 Clear to slightly cloudy 

1133 6.79 654 17.3 4 Slightly cloudy 

1136 6.78 658 17.4 6 Slightly cloudy 

1140 6.80 660 17.4 8 Slightly cloudy 

1143 6.81 662 17.4 10 Slightly cloudy 

      

      

      

      

      

      

Water Level After Purging:            9.96               ft. (TOC) 80% of Original Water Level:             13.86               ft. (TOC) 

Water Level Before Sampling:           9.96             ft. (TOC) 

APPEARANCE OF SAMPLE:     Clear                                                                         Time:  1150 

Bailer:  Voss Single Sample Type:  Disposable GPM: 

Submersible: Type: GPM: 

Dedicated: Type: GPM: 

DECONTAMINATION METHOD: Disposable bailers & TSP wash 

SAMPLE ANALYSIS: TPH-g & BTEX 

LABORATORY: Alpha Analytical Laboratories, Inc. 
 

EBA Engineering     825 Sonoma Avenue     Santa Rosa, CA  95404     (707) 544-0784 
 



 

L:MASTERS\FORMS\WELLLOG.FRM 

Project No. 00-814 Well No:  MW-7 

Project Location: Clark’s Auto Parts, 203 Santa Rosa Av., Santa Rosa, CA Well Depth from TOC:  30.00 feet 

Date:   3/8/2005 Well Diameter:  2 in. 

Time:  1033 Product Level from TOC:  None 

Recorded by:   N. Casebeer Water Level from TOC:  9.00’ 

Purge Time (duration):  16 mins. Screened Interval:  4-30 feet 

Global I.D. # T0609700700 Well Elevation (TOC):  159.62 feet (MSL) 

WEATHER

Wind:  0-5 mph Precip. in last 5 days:.0.42” 

VOLUME OF WATER TO BE REMOVED BEFORE SAMPLING

(             30.00               -               9.00                )   x   (                 0.0833                )2  x  3.14  x  7.48  =            3.42          gallons in one well volume 

( Well Depth - Water Level)     {Well radius (ft)}  

           10.27         gallons in      3       well volumes           10.50         gallons removed 

CALIBRATION

Parameter Time Calibration Before Sampling Time After Sampling 

pH:      

EC:      

FIELD MEASUREMENTS

 
Time 

 
pH 

 
EC 

 
Temp oC 

Gallons 
Removed 

 
Appearance 

1038 6.72 518 19.1 2.5 Clear 

1043 6.62 517 19.5 5.0 Slightly cloudy 

1048 6.61 516 19.8 7.5 Slightly cloudy 

1053 6.62 515 19.9 10.5 Slightly cloudy 

      

      

      

      

      

      

      

Water Level After Purging:            14.12             ft. (TOC) 80% of Original Water Level:           13.20             ft. (TOC) 

Water Level Before Sampling:             12.20             ft. (TOC) 

APPEARANCE OF SAMPLE:     Clear                                                                                                    Time:  1100 

Bailer:  Voss Single Sample Type:  Disposable GPM: 

Submersible: Type: GPM: 

Dedicated: Type: GPM: 

DECONTAMINATION METHOD: Disposable bailers & TSP wash 

SAMPLE ANALYSIS: TPH-g, BTEX 

LABORATORY: Alpha Analytical Laboratories, Inc. 
 

EBA Engineering     825 Sonoma Avenue     Santa Rosa, CA  95404     (707) 544-0784 
 



 

L:MASTERS\FORMS\WELLLOG.FRM 

Project No. 00-814 Well No:  MW-8 

Project Location: Clark’s Auto Parts, 203 Santa Rosa Av., Santa Rosa, CA Well Depth from TOC:  30.00 

Date:   3/8/2005 Well Diameter:  2 in. 

Time:  1400 Product Level from TOC:  None 

Recorded by:   N. Casebeer Water Level from TOC:  9.17’ 

Purge Time (duration):  15 mins. Screened Interval:  4-30 feet 

Global I.D. # T0609700700 Well Elevation (TOC):  159.21 feet (MSL) 

WEATHER

Wind: 0-5 mph Precip. in last 5 days: 0.42” 

VOLUME OF WATER TO BE REMOVED BEFORE SAMPLING

(              30.00              -              9.17                  )   x   (               0.0833                  )2  x  3.14  x  7.48  =          3.40           gallons in one well volume 

( Well Depth - Water Level)     {Well radius (ft)}  

         10.20        gallons in       3      well volumes          10.5        gallons removed 

CALIBRATION

Parameter Time Calibration Before Sampling Time After Sampling 

pH:      

EC:      

FIELD MEASUREMENTS

 
Time 

 
pH 

 
EC 

 
Temp oC 

Gallons 
Removed 

 
Appearance 

1402 6.75 462 22.0 2 Slightly cloudy 

1405 6.67 470 22.1 4 Slightly cloudy 

1409 6.66 475 22.1 6 Cloudy, brown 

1412 6.67 472 22.1 8 Cloudy, brown 

1416 6.70 477 22.1 10.5 Cloudy, brown 

      

      

      

      

      

      

Water Level After Purging:           12.02                ft. (TOC) 80% of Original Water Level:            13.34               ft. (TOC) 

Water Level Before Sampling:          12.02                ft. (TOC) 

APPEARANCE OF SAMPLE:   Cloudy                                                                                                   Time:  1420 

Bailer:  Voss Single Sample Type:  Disoposable GPM: 

Submersible: Type: GPM: 

Dedicated: Type: GPM: 

DECONTAMINATION METHOD: Disposable bailers & TSP wash 

SAMPLE ANALYSIS: TPH-g, BTEX 

LABORATORY: Alpha Analytical Laboratories, Inc. 
 

EBA Engineering     825 Sonoma Avenue     Santa Rosa, CA  95404     (707) 544-0784 
 



 

L:MASTERS\FORMS\WELLLOG.FRM 

Project No. 00-814 Well No:  MW-9 

Project Location: Clark’s Auto Parts, 203 Santa Rosa Av., Santa Rosa, CA Well Depth from TOC:  27.20 feet  (30.00’ installed) 

Date: 3/8/2005 Well Diameter:  2 in. 

Time:  1306 Product Level from TOC:  None 

Recorded by: N. Casebeer Water Level from TOC:  8.11’ 

Purge Time (duration):  17 mins. Screened Interval:  10-30.00 feet 

Global I.D. # T0609700700 Well Elevation (TOC):  159.69 feet (MSL) 

WEATHER

Wind: 0-5 mph Precip. in last 5 days:. 0.42” 

VOLUME OF WATER TO BE REMOVED BEFORE SAMPLING

(             27.20                  -              8.11                )   x   (                 0.0833                )2  x  3.14  x  7.48  =           3.11            gallons in one well volume 

( Well Depth - Water Level)     {Well radius (ft)}  

           9.33         gallons in       3      well volumes           9.5         gallons removed 

CALIBRATION

Parameter Time Calibration Before Sampling Time After Sampling 

pH:      

EC:      

FIELD MEASUREMENTS

 
Time 

 
pH 

 
EC 

 
Temp oC 

Gallons 
Removed 

 
Appearance 

1308 7.29 549 549 1.5 Clear 

1312 7.03 604 604 3.5 Slightly cloudy 

1316 6.93 607 607 5.5 Slightly cloudy 

1320 6.91 602 602 7.5 Slightly cloudy 

1323 6.88 605 605 9.5 Slightly cloudy 

      

      

      

      

      

      

Water Level After Purging:           8.15             ft. (TOC) 80% of Original Water Level:           11.93                 ft. (TOC) 

Water Level Before Sampling:            8.15               ft. (TOC) 

APPEARANCE OF SAMPLE:   Clear                                                                           Time:  1330 

Bailer:  Voss Single Sample Type:  Disposable GPM: 

Submersible: Type: GPM: 

Dedicated: Type: GPM: 

DECONTAMINATION METHOD: Disposable bailers & TSP wash 

SAMPLE ANALYSIS: TPH-g & BTEX 

LABORATORY: Alpha Analytical Laboratories, Inc. 
 

EBA Engineering     825 Sonoma Avenue     Santa Rosa, CA  95404     (707) 544-0784 
 



 

L:MASTERS\FORMS\WELLLOG.FRM 

Project No. 00-814 Well No:  MW-10 

Project Location: Clark’s Auto Parts, 203 Santa Rosa Av., Santa Rosa, CA Well Depth from TOC:  21.50 feet  (30.00’ installed) 

Date:  3/8/2005 Well Diameter:  2 in. 

Time:  1401 Product Level from TOC:  None 

Recorded by: M. Wilmarth Water Level from TOC:  8.95’ 

Purge Time (duration):  8 mins. Screened Interval:  10-30.00 feet 

Global I.D. # T0609700700 Well Elevation (TOC):  160.03 feet (MSL) 

WEATHER

Wind: 0-5 mph Precip. in last 5 days: 0.42” 

VOLUME OF WATER TO BE REMOVED BEFORE SAMPLING

(              21.50              -              8.95             )   x   (                0.0833                 )2  x  3.14  x  7.48  =          2.05          gallons in one well volume 

( Well Depth - Water Level)     {Well radius (ft)}  

           6.14         gallons in      3       well volumes           6.5           gallons removed 

CALIBRATION

Parameter Time Calibration Before Sampling Time After Sampling 

pH:      

EC:      

FIELD MEASUREMENTS

 
Time 

 
pH 

 
EC 

 
Temp oC 

Gallons 
Removed 

 
Appearance 

1402 6.74 785 18.0 1 Clear-slightly cloudy, strong HC odor 

1405 6.61 780 18.2 3 Cloudy, strong HC odor 

1409 6.59 783 18.4 6.5 Cloudy, strong HC odor 

      

      

      

      

      

      

      

      

Water Level After Purging:             9.14              ft. (TOC) 80% of Original Water Level:            11.46                ft. (TOC) 

Water Level Before Sampling:          9.14                 ft. (TOC) 

APPEARANCE OF SAMPLE:   Cloudy, strong HC odor                                                                        Time:  1415 

Bailer:  Voss Single Sample Type:  Disposable GPM: 

Submersible: Type: GPM: 

Dedicated: Type: GPM: 

DECONTAMINATION METHOD: Disposable bailers & TSP wash 

SAMPLE ANALYSIS: TPH-g, TPH-d, TPH-mo, & BTEX 

LABORATORY: Alpha Analytical Laboratories, Inc. 
 

EBA Engineering     825 Sonoma Avenue     Santa Rosa, CA  95404     (707) 544-0784 



 

L:MASTERS\FORMS\WELLLOG.FRM 

Project No.  00-814 Well No:  MW-11 

Project Location:  Clark’s Auto Parts, 203 Santa Rosa Av., Santa Rosa, CA Well Depth from TOC:  20 feet   

Date:   3/8/2005 Well Diameter:  2 in. 

Time:  1005 Product Level from TOC:  None 

Recorded by:  N. Casebeer Water Level from TOC:  9.14’ 

Purge Time (duration):  12 mins. Screened Interval: 10-20 feet bgs 

Global I.D. # T0609700700 Well Elevation (TOC):  160.80 feet (MSL) 

WEATHER

Wind:  0-5 mph Precip. in last 5 days:  0.42” 

VOLUME OF WATER TO BE REMOVED BEFORE SAMPLING

(             20               -               9.14              )   x   (                0.0833                 )2  x  3.14  x  7.48  =           1.77           gallons in one well volume 

( Well Depth - Water Level)     {Well radius (ft)}  

           5.31           gallons in       3      well volumes           5.5         gallons removed 

CALIBRATION

Parameter Time Calibration Before Sampling Time After Sampling 

pH:      

EC:      

FIELD MEASUREMENTS

 
Time 

 
pH 

 
EC 

 
Temp oC 

Gallons 
Removed 

 
Appearance 

1006 6.55 682 19.1 1 Clear, HC odor 

1010 6.66 682 19.2 2.5 Clear, HC odor 

1013 6.67 695 19.4 4 Clear, HC odor 

1017 6.72 707 19.7 5.5 Clear, HC odor 

      

      

      

      

      

      

      

Water Level After Purging:            17.75                ft. (TOC) 80% of Original Water Level:          11.31            ft. (TOC) 

Water Level Before Sampling:              17.75                ft. (TOC) 

APPEARANCE OF SAMPLE:    Clear, HC odor                                                                          Time:  1438 

Bailer:  Voss Single Sample Type:  Disposable GPM: 

Submersible: Type: GPM: 

Dedicated: Type: GPM: 

DECONTAMINATION METHOD:  Disposable bailers & TSP wash 

SAMPLE ANALYSIS:  TPH-g, TPH-d, TPH-mo & BTEX 

LABORATORY:  Alpha Analytical Laboratories, Inc. 
 

EBA Engineering     825 Sonoma Avenue     Santa Rosa, CA  95404     (707) 544-0784 
 
































